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9' 5'-9"5'-9"4'-9"

5'

4'-11 1/4"

Coarse aggregate concrete
Minimum 24" diameter
Minimum 6' deep*

W6 by 15 steel
support column
(with bottom 
edge of scoreboard
10' from ground)*

Important.  Read before installation.*
This is not an engineered drawing.  It is intended
for representaion purposes only.  The dimensions
called out on this drawing are intended to be used
as a guide only, and are not intended to be suitable
for all conditions.  Information specif ic to the scoreboard
being used, such as assembly instructions and
electrical connections, may be found in the installation 
manual for that scoreboard.
Nevco recommends that you consult a professional
engineer or architect familiar with the area before 
attempting installation.  They can verify that the 
selected mounting beams or posts along with the
brackets, screws, and other hardware items provided by
you or Nevco are adequate for your local soil conditions,
wind loads and other conditions.  If procedures are used 
that are not covered in this drawing, careful analysis of
the installation is urged.

B

Installation 
of 3504 

Scoreboard

BRS 10/24/07 1    3

241-0279

5"

Notes:
1.  Column length as shown above (minimum concrete depth and 
     10' from ground) is 26' 1 1/4".  Column end to bottom of 
     concrete is figured at 3 inches.*

Check electrical prints
to determine conduit
requirements (must 
meet  codes)
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2"

3 3/8"

S bracket
(Supplied by Nevco)

Fill space between
scoreboard front and
S bracket with 5/8"
flat washers (supplied
by others) at all 
brackets

5/8" bolt (minimum
10") with flat washer
(supplied by others)

5/8" bolt with 
flat washer
(supplied by others)

flat washer and
lock nut (supplied
by others)

Bolt through bracket (line
up with holes in scoreboard)
and through column

Top section overlaps
bottom section on 
front

seal joint with
caulking
(supplied by
others)

3/8" bolt, lock
washer and flat
washer (supplied
by Nevco)

Notes:
1.  Number and placement of

     columns covered under
     model specific drawing
     (minimum two columns)
2.  Make sure all connections

     are tight.
3.  Height of assembled boards
     varies due to manufacturing

     and installation process.  See
     installation manual.
4.  Use drill screws provided (front

     and back) when joining cabinet
     sections.

J bracket (use along lateral joints)
(Supplied by Nevco)

Installation 
of 3504

Scoreboard

BRS 10/24/07 2      3

Overlap reduces
overall height
approximately 
3/4" per joint.

Side joint - flange
fits inside mating
cabinet

241-0279
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A

B

Assembly Detail

     for 3504

Route and connect wiring (one connection each).
Replace doors when done.

When making connection, pull connector
up into the top section.  The connection
MUST be made in the top section.

Detail A

Detail C

Slide cabinets together and
fasten with screws supplied
by Nevco (front and back)

Front bottom edge overhangs bottom
top edge.  Caulk (supplied by others)
back joint and fasten with screws
supplied by Nevco (front and back)

Important.  Read before installation.

All personnel who work with electrical connections must be educated in the safe procedures
for installing and repairing electrical connections before they are given the responsibility of
performing such tasks.  Those individuals must be knowledgeable of the National Electrical Code

and all installations shall comply with this code.  
 
Support beams, brackets, hangers, etc. are covered on another drawing.  Follow those instructions

carefully.  Nevco strongly recommends that you consult a professional engineer or architect familiar
with the area before attempting installation.  Be sure to use the proper number and type of screws
when connecting sections of the scoreboard, both front and back.

B

Installation of

3504 
Scoreboard

BRS 10/24/07 3     3

241-0279

Remove access
door

Feed cable through opening
into other cabinet and make
connection.

Screws and hardware
provided by Nevco are
found in a small
cardboard box behind
the main power door.






