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Notes:
1. Connections to ceiling including shackles, cable or
chain, anchors, etc. are furnished by and the
responsibility of the others.
2. Estimated weight (scoreboards and framework) = 826 lbs
/
Important Note: ' E WH ®
This is not an engineered drawing. It is intended for representation purposes 3' Tall
only. Nevco strongly suggests that you contact a professional engineer or architect Four Face ]
familiar with the facility before the installation is attempted. They can determine Installation
if the building framework is capable of withstanding the additional forces that result Nevco Scoreboard Company
from hanging a structure such as this. In addition, they will be able to verify that the Greenville, Illinois 62246
bolts, framework, etc. are suitable for your particular installation. This includes, but Drawing No. 0290
is not limited to speakers, lights, camera systems, etc. 241-029
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Installation Instructions.

1. Install feet supplied by Nevco to the corner posts. (If there is a section

of signs or message centers that go below this section, install the corner

posts on top of that already assembled section). Bolt as shown in Figure
1 on sheet 2.

Install horizontal rails to corner posts using 3/8 by 1 1/2 bolts, washers,
and nuts. (See figure 2 on sheet 2). Do not leave bolts out of framework.
Check the frame to make sure it is level and square.

Install corner braces as shown on figure 3 of sheet 3.

Install scoreboards to horizontal rails using clips and 3/8 bolts supplied.
Before lifting, make sure all bolts are installed properly.
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Figure 3

Install clips using 3/8 by Install corner braces using
1 1/2 bolts, washers, and nuts.
(Bottom clips mounted to bottom
side of lower horizontal rail)

(Inst #95)

and nuts. (Inst # 4)

Upper clip
(bend greater
than 90 deg)

Side View
Showing Clip

1/2 by 1 1/4 bolts, washers,
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Lift at these points only. Use accepted lifting
practices only. If not lifting or supporting directly
above pick points, Nevco recommends using a
spreader bar of the appropriate size. Be sure to
factor in the weight of additional sections, lights,
speakers, etc. when determining cable or chain size.

Orientation

Lower clip
(bend less
than 90 deg)

3' Tall
Four Face
Installation
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